
• Shell constructed of 50 mpa concrete with high
slump low water content mechanically vibrated,
internal structural steel welded as per AS1554 into a
cage and suspended between our moulds to
produce a smooth seamless glass-like internal and
external finished product

• We offer the magazine in a 2600mm x 2400mm x
4400mm unit weighing 12 tonnes, a 2400mm x
2400mm x 2400mm squared unit weighing 7 tonnes,
and a 2100mm x 2100mm x 1800mm unit weighing
4 tonnes

• Hinge side protection prevents door from being
defeated by removing hinge

• High security lock system

• Heavy duty strap door hinges

• Steel rectangular vent covers are optional – vent
openings are screened with non-spark material to
prevent entry of foreign objects. Full roof and door
ventilation systems are fitted

• Universal Standard 4 x 5 tonne lift hooks provided
for ease of handling (secured structurally in the
tank walls)

• Storage magazines are built to meet AS2187

• 10mm thick steel door fitted with a 3 bar locking
device

• Six lever “safe lock” is fitted

• White external protective high grade painted finish

• Complete with full signage/markings as required

• Earthing terminals fitted for lightning protection

• All steel painted with 2 pack zinc rich barrier paint.
No opportunities for rust.

• Concrete composition ensures ideal temperature
storage for explosives

• Our units are structurally engineered and designed
to have the option to place natural earth directly
against the walls and on the lid (5kpa applied load
rating)

• Our new curved lid design offers further options for
the mining and pyrotechnics industry

• Transportable via ship, rail and truck

• We transport the units anywhere or load your own
transport

For more information please contact 1300 783 344,
email info@versatiletanks.com.au or

visit the website www.versatiletanks.com.au
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